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Thank you  for your purchase of another Quality 

RodDoors Products. We understand that you have a choice and you 

chose us.  It is now our turn to return the favor by providing you with 

valuable savings in time and money. 
 

 hǳǊ ŎƻƳƳƛǘƳŜƴǘ ǘƻ ȅƻǳǊ ǇǊƻƧŜŎǘ ŘƻŜǎƴΩǘ ŜƴŘ ǿƛǘƘ ǘƘƛǎ ǎŀƭŜΦ  wŜǇŜŀǘ 
customers are our best salesmen, and the best way to put someone on 
our team; is to deliver great products that we can all truly believe in.  

TOOLS REQUIRED (not included) 

 Utility Knife 

 Pliers 

 Sanding Block (with 80 grit paper) 

 5Ǌƛƭƭ ŀƴŘ мέ ōƛǘ ǘƻ ŘǊƛƭƭ ƘƻƭŜǎ ŦƻǊ ǿƛƴŘƻǿ ŀƴŘ ŘƻƻǊ ƘŀƴŘƭŜǎ 

 High Heat Resistant Contact Cement Spray Glue (RodDoors 

Glue Cheese or 3M Spray 90 is recommended) 

 ABS pipe glue (black) for retention clips (optional) NOTE: do not 

use universal or PVC glue.  

 Silver Sharpe 

 

PANEL SYSTEM PARTS (INCLUDED) 

 (2) Designer Door Panel 

 (1) Bag:  

 Instruction Sheet 

 Dualloc Tabs (30 pieces) 

 wǳōōŜǊ 9ŘƎŜ ¢ŀǇŜ мκуέ Ȅ оκуέ όм Ǌƻƭƭύ 

  

 

1 The Plan -Remove any door hardware (handles, 

knobs, armrests) and the existing door panel. Clean door of all 

dirt, grease, oil and wax. TIP: Start on the passenger door first. 

¢ǿƻ ǊŜŀǎƻƴǎΣ CƛǊǎǘ ōȅ ǘƘŜ ǘƛƳŜ ȅƻǳ ƎŜǘ ǘƻ ǘƘŜ 5ǊƛǾŜǊΩǎ ŘƻƻǊ ȅƻǳ 

should be pretty good ŀǘ ǘƘƛǎΦ {ŜŎƻƴŘΣ ȅƻǳΩǊŜ ƳƻǊŜ ƭƛƪŜƭȅ ǘƻ 

ŎƻƳǇƭŜǘŜ ǘƘŜ Ƨƻō ƛŦ ȅƻǳ ƘŀǾŜ ǘƻ ŦƛƴǎƘ ǘƘŜ ŘǊƛǾŜǊΩǎ ŘƻƻǊ ƭŀǎǘΦ 

http://www.roddoors.com/


 
2 Hold the Designer Door Panel up to the door and align the panel to 

its optimum fit.  You may have to do this a couple of times, cutting off a 

little bit of the front of the panel  to get its proper position (those door 

hinges just get in the way). Mark holes for any exposed handles.  

 
 

 

 

 

3  Drill the necessary holes, and then check for fit. Original holes 

locations are marked on all pretrimmed door panels. Just find the mark 

ŀƴŘ ŘǊƛƭƭ ƻǳǘ ǘƘŜ ǇǊƻǇŜǊ ƘƻƭŜΦ hǊ ƛŦ ȅƻǳΩǊŜ ǳǎƛƴƎ ǇƻǿŜǊ ǿƛƴŘƻǿǎ ŘƻƴΩǘ 

even bother drilling out the hole as the fabric will cover up any mark on 

the panel.    

 

 
 4 Remove the liner from one side of the Dualloc Tabs and attach 

ŀǊƻǳƴŘ ǘƘŜ ǇŜǊƛƳŜǘŜǊ ѹέ ŦǊƻƳ ǘƘŜ ŘƻƻǊ ŜŘƎŜ, distributed equally. 

NOTE: Dualloc Tabs are not required along the top edge if your Door 

has a garnish molding along the top edge.   Also, SAVE ǎƻƳŜ ǘŀōǎΣ ŘƻƴΩǘ 

Ǉǳǘ ǘƘŜƳ ŀƭƭ ƻƴΦ  ²ŜΩǾŜ Ǉǳǘ ǘƘŜƳ ƻƴ ǘƘŜ ŘƻƻǊ ƻƴƭȅ ǘƻ ŦƛƴŘ ǘƘŀǘ ǘƘŜȅΩǊŜ ŀƭƭ 

in the wrong place.  With the reserved tabs you can remove the panel 

and add ǘƘŜ ǘŀōǎ ǿƘŜǊŜ ǘƘŜȅΩǊŜ ǊŜŀƭƭȅ ƴŜŜŘŜŘΦ 

   
5 Remove the liner from the back of the Dualloc tabs in the four 

corners of the door only. This is only to hold the panel in place while we 

mark for fit.  Press the untrimmed panel in place. 

 

 
 

 

 
 

 
6 With the over sized panel in place. Scribe the outline of the door 

onto the back side of the Designer Door Panel.  TIP: a Silver Sharpe 

works great, you can see your marks clearly and if you should get any 

onto the paint it comes off easily with Rubbing Alcohol. 
 

 

 

 

 
7 Remove the panel from the door, use a utility knife to scribe 

the panel outline, repeat along the same score mark until the 

cutline is 50% through the ABS plastic. Using a straight edge a 

guide will help achieve the best cut. Using pliers slowly and 

carefully remove the excess material by bending it away from the 

cut on the panel, just like you would tile or wallboard. 



 
8 Once the excess plastic has been removed, sand the edges smooth 

with a sanding block. Check for fit; remove all additional material until 

the proper fit is obtained. TIP: Start oversized and work your way in 

sanding to fit.  Remember it is easier to trim down than it is to repair an 

undersized piece. 

 
 

 

 

 
9 Repeat the process by aligning the fitted panel over the opposite 

untrimmed panel-- as you would a templateτand mark, scribe and trim 

the untrimmed panel.  TIP: We have seen variations on fiberglass cars of 

ǳǇ ǘƻ мέ ŦǊƻƳ ǘƘŜ ŘǊƛǾŜǊΩǎ ǘƻ ǘƘŜ tŀǎǎŜƴƎŜǊ ŘƻƻǊ ǘƘƛǎ ǘŜŎƘƴƛǉǳŜ ƛǎ ƳŜŀƴǘ 

for rough alignment of the design only. Start large ALWAYS. 
 
 

 
10 Once the panels are to size apply the foam edge tape to the back 

side of the panel, flush to the edge. Test again for fit.  TIP: The edge 

tape will fill any gaps on the door edge. Fill gaps by doubling up on the 

tape and trimming to fit prior to covering.  Any high spot can be dealt 

with by cutting away the foam over the high point. This technique also 

fills in the gaps usually found around a high spot. Covering with fabric is 

covered on the other side of this sheet. 

Covering the Panel  
[ŀȅ ƻǳǘ ǘƘŜ ƳŀǘŜǊƛŀƭ ŀƴŘ Ŏǳǘ ǘƻ ǎƛȊŜ ŀƭƭƻǿƛƴƎ ŀ нέ ƻǾŜǊƭŀǇ ŀƭƭ ŀǊƻǳƴŘ ǘƘŜ 

panel. In a well ventilated area, spray glue the back of the Designer Door 

Panel and the back of the upholstery fabric.  Work only 2 sq. ft. area at a 

time. Let dry for 10-15 minutes.  Start at the tallest part of the panel, 

lying on your work bench that is most always going to be the armrest. 

Work the armrest until the fabric is smooth all around, and then move 

onto larger flatter areas. 

TIP: LŦ ȅƻǳΩǾŜ ƴŜǾŜǊ ǘǊƛŜŘ ǘƘƛǎ ōŜŦƻǊŜΣ ǳǎŜ ŀ ǎŎǊŀǇ ǇƛŜŎŜ ƻŦ ŦŀōǊƛŎ ŀƴŘ 
plastic and work with it till you get a good idea about how long to let the 

glue dry, variations with time occur due to temperature and humidity.  

9ȄŀƳǇƭŜΥ ¢ƘŜ ŎƻƭŘŜǊ ƛǘ ƛǎ ǘƘŜ ƭƻƴƎŜǊ ƛǘ ǿƛƭƭ ǘŀƪŜ ŦƻǊ ǘƘŜ ƎƭǳŜ ǘƻ άǘŀŎƪ-ǳǇέΦ 

²Ƙŀǘ ȅƻǳΩǊŜ ƭƻƻƪƛƴƎ ŦƻǊ ƛǎ ǘƻ ōŜ ŀōƭŜ ǘƻ Ǉǳǘ ȅƻǳǊ ƘŀƴŘ ŘƛǊŜŎǘƭȅ ƻƴǘƻ ǘƘŜ 

glue and not have it come off onto your hand, but not have it as dry as 

your hand ŘƻŜǎƴΩǘ ƭƛŦǘ ǘƘŜ ƳŀǘŜǊƛŀƭ ƻŦŦ ǘƘŜ ōŜƴŎƘΦ 

Note: LŦ ȅƻǳ ŘƻƴΩǘ ƭŜǘ ǘƘŜ ŦŀōǊƛŎ ŘǊȅ ƭƻƴƎ ŜƴƻǳƎƘ ȅƻǳ Ǌǳƴ ǘƘŜ Ǌƛǎƪ ƻŦ ǘƘŜ 
glue bleeding though the fabric when you press it onto the panel. This is 

especially true with woven fabric. 

Note: 5ƻƴΩǘ ǘǊȅ ǘƻ ŎƻǾŜǊ ǘƻƻ ƭŀǊge an area at one time. You run the risk 

of working too long in one area and not having the proper tack when you 

get to the rest of the panel. 2 Sq. Ft. at a time is a good size to work with 

each time. If the glue has dried too long you can always peal back the 

ŦŀōǊƛŎ ѹέ from where you got good adhesion and  respray the glue to 

both the fabric and panel again, wait for it to tack and then press the 

fabric back onto the panel. 

 
Pressing the fabric tight to the panel.  TIP- you want 100% coverage. 

Failure to press the fabric completely will result in draping fabric later- a 

total quadratic failure. So you have been warned. 

TECH TIPS 

Carpeting the Panel  

 
 If you wish to apply carpet to the bottom of any RodDoors Panel System 

you can.  BEFORE covering the panel, Use your Silver Sharpe to draw a 


